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RPM BHP RPM BHP RPM BHP RPM BHP RPM BHP RPM BHP RPM BHP RPM BHP RPM BHP RPM BHP
3000 486 0.45 563 0.57 632 0.70 697 0.83 757 0.97 817 1.14 872 1.30 926 1.44 978 1.62 1028 1.80
3200 508 0.53 581 0.66 648 0.79 710 0.93 768 1.09 827 1.25 876 1.39 930 1.55 980 1.75 1030 1.91
3400 530 0.62 601 0.75 665 0.89 725 1.04 783 1.20 837 1.38 884 1.50 940 1.70 990 1.86 1040 2.02
3600 552 0.72 620 0.86 683 1.01 740 1.16 796 1.32 845 1.46 900 1.65 947 1.83 - - - -
4000 598 0.95 662 1.11 720 1.26 774 1.43 826 1.60 876 1.78 924 1.96 970 2.08 - - - -
4400 645 1.22 704 1.39 759 1.57 810 1.75 859 1.93 906 2.12 952 2.32 996 2.51 - - - -
4300 616 0.93 681 1.11 747 1.33 800 1.50 857 1.76 913 1.94 963 2.18 1017 2.45 1068 2.76 1110 2.91
4800 672 1.24 732 1.44 787 1.66 839 1.88 900 2.10 950 2.32 995 2.66 1050 2.84 1090 3.11 1134 3.40
5300 729 1.62 785 1.84 837 2.06 882 2.37 936 2.62 987 2.91 1025 3.00 1072 3.38 1115 3.65 1175 3.86
5400 741 1.70 796 1.93 847 2.15 896 2.42 944 2.62 988 2.85 1033 3.18 1078 3.44 1133 3.72 1166 3.95
6000 811 2.27 862 2.53 909 2.77 954 3.00 1000 3.31 1040 3.62 1080 3.88 1124 4.15 1164 4.48 1205 4.85
6600 882 2.97 929 3.25 973 3.52 1016 3.80 1054 4.05 1094 4.41 1134 4.72 1174 5.07 1212 5.37 1247 5.6

NOTE:
1. At high evaporator air flows, and wet bulb conditions, condensate carry-over may occur.  Adjust airflow downward as necessary.
2. Values include pressure drop from wet coil and clean filters.
3. Shaded cells indicate oversized motors.

RPM BHP RPM BHP RPM BHP RPM BHP RPM BHP RPM BHP
DSV096A 4700 642 1.20 704 1.40 764 1.61 815 1.82 869 2.00 923 2.30
DSV120A 5500 730 1.83 785 2.07 837 2.30 888 2.55 938 2.83 982 3.00
DSV144A 6600 637 2.26 683 2.53 728 2.82 770 3.10 810 3.40 848 3.68
DSV180A 7500 711 3.21 753 3.53 793 3.85 831 4.16 869 4.49 906 4.83

DSV120A

EXTERNAL STATIC PRESSURE - Inches W.C.

DSV144A

DSV180A

CONDENSER FAN PERFORMANCE

MODEL  # OUTDOOR
CFM

EXTERNAL STATIC PRESSURE - Inches W.C.
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DSV FAN PERFOMANCE DATA
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DSV096A

EVAPORATOR FAN PERFORMANCE

MODEL  # SUPPLY
CFM 0.2 0.4 0.6 0.8 1.0
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